
MANUAL USER for  ,,TRAP RECEIVER,, 
 
Description 
Trap Receiver serves for monitoring and displaying SNMP (Simple Network Management Protocol) 
alarms. It allows instant display of alerts from any network device that supports SNMP. 
 
Setting up the program for sending email notifications 
For the program to work successfully, it is necessary to open UDP port 162 on your computer's firewall. 
 
After installing the program according to the standard procedure (for Windows platforms), it is 
necessary to set up the program to work with Smart Sinus UPS devices with a LAN card. 
 
To enable the Trap Receiver program to work with the Smart Sinus UPS device, you need to first import 
the appropriate MIB file into the program. 
 
On the main screen, in the lower right corner, click the "Configure" button and then select the Mibs tab. 
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Press the “Load MIB” button and find the “R1smartSinus.mib” file located in the “MIB file for LAN” 
folder, press the OK button and the file will be loaded into the program. 
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After successfully importing the file, you need to set the parameters of your mail server, so that it can 
successfully send reports on changes to the UPS device. 
 
On the "Email" tab, click Add and set the parameters of your mail server and the mail addresses to 
which you want to receive notifications from the UPS device. 
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Enter the parameters of your mail server. In the image below you can see the settings using a Gmail 
account: 

 
 
If you have several UPS devices with a LAN card in your network, you can enter the message "An 
alarm has occurred on the UPS (%SENDERIP%)" in the Message field, and a message with the IP 
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address of the UPS on which the alarm occurred will be sent to your email. Eg: An alarm occurred on 
UPS 10.20.8.1 or An alarm occurred on UPS 10.20.8.10... 

• After setting up the email, it is necessary to press the OK button once more, in order to 
successfully save the parameters, and thus you return to the initial window of the program. 

• It remains to configure the alarms you want to receive from your UPS device. 
• On the initial window of the program, press the Configure button, and then in the Action tab, 

which has opened, press the Add button. 

 
• In this step, you need to make an entry in the program for each UPS device you have in the 

network, so that the program can forward emails for each of them. 
Alarms should be entered as follows: 
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• After adding all the devices you have in the network, you should have a list of all UPS devices in 
the Action window and you need to press the OK button at the end. 

 
• With this, you have set up the Trap Receiver program for receiving SNMP alarms from the UPS 

device and forwarding them to email. 
• If an alarm occurs on the UPS device, the message will also include the IP address of the device 

from which it originates, and you can view more detailed information about the type of alarm via 
a web browser at the address: http://IP_ADRESA_UPS_UREĐAJA. (Eg: http://10.20.8.60). 
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• You can see details about the alarm in the program itself, which displays three data: Trap Source 
(UDP port number), the total number of received alarms and the list of alarms. 

 
 

• To generate a detailed view for just one alarm, double-click the desired alarm on the main 
display screen. 
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Additional notices  
• In the event of an alarm, the Trap Receiver can sound an audible signal or start a program of 

your choice. All these options can be done together with already existing alarms for sending 
emails. Setting up an audible alarm in case of an SNMP Trap is similar to setting up for 
forwarding an email message, and you need to do the following:  

 
• Press the Configure button, from the program's initial window, then click Add or Modify on a 

previously set alarm, check the Sound field, and then find the file you want to play when the 
alarm occurs via the Configure button. Only files with *.wav extension are supported. 

 

 
 
Detailed instructions in English for using the Trap Receiver program can be found at: 
http://www.trapreceiver.com/trapreceivermanual.html 
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